
Kamyona monteli beton pompasi
Truck-mounted concrete pump
w;th d;str;butor boom

&ÖKER
~"

GKP 94/52 M 5 ST
GKP 125/52 M 5 ST
GKP 150/52 M 5 ST

1700

Agirlik / Weight: 43750 kg

5300

13500

13~

MODELL MODEL GKP 94 GKP 125 GKP 150

Max. concrete output
Maks. Beton Kapasite94m3/h125 m3/h150 m3/h

(rod side)

(rod tarafi)

Max. concrete output

Maks. Beton Kapasite57m3/h75 m3/h100 m3/h

(piston side)

(piston tarafi)

Max. concrete pressure

Maks. Beton Basinci70 bar55 bar80 bar

(rod side)

(rod tarafi)

Max. concrete pressure

Maks. Beton Basinci120 bar95 bar119 bar

(piston side)

(piston tarafi)

Pump cycles

Strok sayisi25/min25/min30/min

(rod side)

(rod tarafi)

Pump cycles

Strok sayisi15/min15/min20/min

(piston side)

(piston tarafi)

Conveying cylinder

Beton sevk silindirleri200x2000230x2000230x2000

(Dinside X stroke)

(Diç x strok)

Stroke volume/

Strok hacmi!125 i166 i166 i

double stroke

double strok

Max.

Maks.320 bar320 bar320 bar

hydraulic pressure

hidrolik basinci

Hydraulic drive cylinder

Hidrolik silindirleri125/80 x 2000125/80 x 2000140/80 x 2000

(Dpiston/Drod X stroke)

(Dpisi~:in/Drot x strok)

Oiltank

Yag tanki600 i600 i350 i

Watertank capacity

Su tanki kapasitesi600 i600 i600 i

Hopper capacity

Kazan kapasitesi600 i600 i600 i

Waterpump pressure

Su pompasi basinç20 bar20 bar20 bar




